
 

  

 

• ARDEX Liquid Backerboard of ARDEX TL 1000 Self-Leveling Compound When surface prep is required (Prime with ARDEX P4 Primer)  

• ARDEX 8+9, ARDEX S1K or ARDEX TLT 716 sheet membrane when waterproofing is desired. 

• ARDEX X3 Plus Tile and Stone Mortar 

• ARDEX FL Grout  

• ARDEX SX Sealant for all soft joints as required.  

 

 

 

 

 

  

                    

 

 

 

 

 

 

 

Quemere Design Tile   
 

ARDEX X3 Plus Tile and Stone 
Mortar 
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ARDEX FL Grout  

ARDEX SX Sealant 

ARDEX P 4™                 
Pre-Mixed, Multi-Purpose Primer 

Quemere Design Tile   

ARDEX X3 Plus Tile and Stone 
Mortar  

Existing substrate 

ARDEX Liquid Backerboard SLU 
or  
ARDEX TL1000 SLU 

Existing Substrate 

Quemere tile must be installed in accordance with ANSI A108.5 

ARDEX 8+9 (or) 
ARDEX S1K (or) 
ARDEX TLT 716 Sheet Membrane  

Click the ARDEX 

Logo to Find 

Your Rep 

ARDEX 8+9 (or) 
ARDEX S1K (or) 
ARDEX TLT 716 Sheet Membrane  

http://www.ardexamericas.com/en-us/Products/tilestone/Pages/8-9.aspx

